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Specification to be checked and revised!

A
TECHNICAL DATA

1
instrument type:


2
process connection:
flange           ’’           lbs RF

3
mounting position:
sidewards or top to tank

4
insertion length flange to end 

of float or displacer:
          mm

5
set point:
          mm above center line

6
setpoint adjustable
+/- 15 mm

B
medium:


1
specific gravity:
          kg/dm³

2
operating pressure:
atmospheric  

3
operating temperature:
0 - 50 °C

C
surroundings

1
atmosphere:
?

2
ambient temperature:
-20 .... + 50°C

3
unit flame proof:


4
unit weather proof EN 60529
IP 65 

5
high temperature application:
no

D
PARTS and MATERIALS

1
wetted parts:
ss 1.4571 (AISI 316 Ti)

2
switch housing:
( 120 mm, height 70 mm, aluminium

E
ELECTRIC PARTS


1
conduit connection:
M 20 x 1.5 ISO.

                                                                                                                   

2
terminal:
3-pole 

3
contact (quantity/type/name/rating):


1x SPDT encapsulated reed contact, type GWW, max. 250VAC/DC, max. 6 A


Remarks: 



[image: image5.wmf]
DOSCH MESSAPPARATE   Wiener Str. 10   D-10999 Berlin   Tel. (030) 720153-0    FAX (030) 720153-61


[image: image6.wmf]_1067326636.unknown

