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Specification to be checked and revised!
A
TECHNICAL DATA

1
instrument type:


2
line size:
          DN            PN  

3
process connection:
Flange         DN          PN  or  threaded connection

4
T-piece/face to face length:


5
T-piece process connection:


6
flow direction:
(, (, (, (  

8
max. flow:
        m³/h

9
set point:
        m³/h              m/s                                                            

10
calibrated to ...:
Increasing/decreasing flow or adjustable

B
medium:


1
specific gravity:
           kg/dm³

2
operating pressure:
           bar

3
operating temperature:
           °C

4
viscosity/at ...°c:
        cSt /         °C;        °E

C
surroundings

1
atmosphere:


2
ambient temperature:
-20 .... + 50°C

3
unit flame proof:


4
unit weather proof EN 60529
IP 65 

5
high temperature application:
Yes/no


PARTS and MATERIALS

D
wetted parts

2
flange:
ss 1.4571  or

3
system tube:
ss 1.4571  or

4
other wetted parts:
ss 1.4571  or

5
T-piece:


6
switch housing:
aluminium

E
ELECTRIC PARTS


1
conduit connection:
PG11 or M 20 x 1.5 ISO

2
terminal:
3-pole

3
contact type/rating):


1 x SPCO encapsulated reed contact,

type GWW, max.250 VAC, max. 3 A 

Remarks:
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