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Specification to be checked and revised!
A
TECHNICAL DATA

1
type:


2
process connection:
 G 1/2

3
mounting position:
switchhousing upwards 

4
mounting bracket:
K 250

5
max. static pressure:
            bar

6
deadband = hysteresis/fixed: 
app. +/-                % of set point value

7
set point/adjustable:
Increasing/decreasing pressure; adjustable:

8
Pressure type
Negative / positive / differential pressure

B
medium:


1
operating pressure:
            bar

2
operating temperature:
            °C

C
surroundings

1
atmosphere:


2
ambient temperature:
0 – 50 °C

3
unit flame flameproof:
no

4
unit weatherproof acc. EN 60529
IP 65

5
high temperature application:
no

D
PARTS and MATERIALS

1
body

diaphragm

spring
ss 1.4571 

fabric with fluorocarbon polymere lining  or?

ss 1.4310 

2
diaphragm seal: 


3
switch housing: 
aluminium

4
adjustment device:
spring strainer

E
ELECTRIC-PARTS

1
conduit connection:
M 20 x 1,5 ISO

2
terminal:
3-pole

3
contact: type, rating


1 x SPDT encapsulated reed contact

type GWW, max. 250 VAC/DC, max.3A

max. 300W

Remarks
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